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Panama Canal Regulations § 103.32

reasonable safety to the vessel or to
the Canal and its appurtenances. The
tug service in any of these cases shall
be chargeable to the vessel. The Master
of a vessel which steers badly, or which
is liable to become unmanageable for
any reason, shall report such fact and
request the services of a tug.

[46 FR 63176, Dec. 30, 1981, as amended at 55
FR 11908, Mar. 30, 1990]

§ 103.29 Anchoring in Panama Canal
waters.

No vessel shall anchor within the
navigable waters of the Canal in other
than a designated anchorage, except in
an emergency, and no craft shall tie up
to any aid-to-navigation in Canal wa-
ters.

§ 103.30 Requirements for all dead
tows.

(a) Preparation for transit. (1) Upon ar-
rival, the tug will break up the tow and
secure the bridle so that no part of it
extends below the surface of the water.

(2) Tows shall have the capability of
anchoring.

(3) Tows will be inspected before
being scheduled for transit.

(4) Agents, operators and owners will
be responsible for making any required
alterations or additions to equipment
or stowage.

(5) Boarding facilities will comply
with Regulation 17, Chapter V, Inter-
national Convention for Safety of Life
at Sea, 1974, TIAS 9700. There must be
a clear passage, free of obstructions,
from the boarding facility to all work-
ing areas, otherwise, catwalks with
handrails and steps must be provided.

(6) The working area near chocks and
bitts on all dead tows must be clear of
obstructions and fitted with safety
rails or lines at the vessel’s sides.

(b) Transit requirements. (1) Tows
must provide a pilot shelter with a
clear view forward, on the center line,
approximately midway between the
bow and stern. This shelter may be per-
manent or portable, but must protect
the pilot from the elements. All tows
with a beam in excess of 79.9 feet shall
provide, in addition to the center line
shelter, pilot shelters at the extreme
beams from which the pilots may read-
ily view the vessel’s sides.

(2) Dead tows must be equipped with
the chocks and bitts as set forth in
§ 109.6 of this chapter.

(3) Tows must provide mooring and
heaving lines and have mooring ar-
rangements, and bitts or cleats for se-
curing tugs that do not interfere with
those chocks and bitts required for lo-
comotive wires.

(4) All barges will be fitted so that a
pusher tug can be secured with its stem
held firmly to the center line of the
barge. Pushing tugs are to be equipped
with wire cable snubbers and springs.

(5) All barges will be required to have
portable toilets on board prior to de-
parture for transit.

§ 103.32 Engine orders to be recorded.
(a) Except as provided in paragraph

(b) of this section, every power-driven
vessel over 250 feet in length, while
navigating in Panama Canal waters
under the control of a Panama Canal
pilot, shall maintain a bridge bell book
and an engine room bell book. The
bridge bell book shall consist of a con-
temporaneous record of each engine
order and the time it is transmitted
from the bridge to the engine room.
The engine room bell book shall con-
sist of a contemporaneous record of
each engine order and the time it is re-
ceived in the engine room.

(b) No vessel is required to maintain
any bell books if equipped with a serv-
iceable automatic device which pro-
duces a permanent, legible record of
every engine order transmitted from
the bridge and the time of every trans-
mission, plus the response and time of
the response of the engine room to the
engine order.

(c) The bell books and automatic re-
cording referred to in paragraphs (a)
and (b) of this section, the record of an
automatic course recording device, if
one is available, and any log books
must be surrendered, upon request, to
the pilot or to the Board of Local In-
spectors or other Canal authorities for
the purpose of inspection and reproduc-
tion.

(Approved by the Office of Management and
Budget under control number 3207–0001)

[41 FR 21776, May 28, 1976, as amended at 46
FR 63181, Dec. 30, 1981; 50 FR 26991, July 1,
1985]
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